
PRODUCT HIGHLIGHTS

RELATED PRODUCTS
1. 18V LXT® Lithium-Ion Rapid Optimum Charger (DC18RC)

2. 18V LXT® Lithium-Ion 5.0Ah Battery (BL1850B)

3. 18V LXT® Lithium-Ion Compact 2.0Ah Battery (BL1820B)

4. Impact GOLD® 38 Pc. Torsion Bit Set (B-52370)

5. Impact GOLD® 9 Pc. 3/8" Drive SAE Socket Set w/ tilt adapter (B-34833)
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18V LXT® LITHIUM-ION BRUSHLESS CORDLESS 
2-PC. COMBO KIT (3.0Ah)

FEATURES
• Efficient BL™ Brushless motor is electronically controlled to optimize 

battery energy use for up to 50% longer run time per charge
•  The BL™ Brushless Motor eliminates carbon brushes, enabling the 

BL™ Motor to run cooler and more efficiently for longer life
•  The electronically-controlled BL™ Brushless Motor efficiently uses 

energy to match torque and RPM to the changing demands of the 
application

• Variable 2-speed 1/2" Driver-Drill (0-500 & 0-1,900 RPM) with 
BL™ Brushless Motor delivers 440 in.lbs. of Max Torque; weighs 
only 3.6 lbs. with battery

• Variable speed Impact Driver (0-3,400 RPM & 0-3,600 IPM) with 
BL™ Brushless Motor delivers 1,500 in.lbs. of Max Torque; weighs 
only 3.3 lbs. with battery

• Driver-Drill and Impact Driver feature Extreme Protection 
Technology (XPT™) which is engineered to provide increased dust 
and water resistance in harsh job site conditions.

SPECIFICATIONS
Tool Count .......................................................................................2
Voltage ........................................................................................18V
Battery............................................................ 18V LXT® Lithium-Ion
Battery Charge Time (minutes) ..................................................30
Shipping Weight .................................................................... 11 lbs.
UPC Code .................................................................088381-878142

STANDARD EQUIPMENT
• 18V LXT® Compact Brushless 1/2" Driver-Drill (XFD13Z)
• 18V LXT® Brushless Impact Driver (XDT13Z)
• (2) 18V LXT® Lithium-Ion 3.0Ah Battery (BL1830B)
• 18V LXT® Lithium-Ion Charger (DC18SD)
• Tool Bag (832035-1)

DRIVER-DRILL
1/2" Driver-Drill (0-500 
& 0-1,900 RPM) with BL™ 
Motor delivers 440 in.lbs. 
of Max Torque

EFFICIENCY
Efficient BL™ Brushless 
motor optimizes battery 
energy use for up to 50% 
longer run time per charge

IMPACT DRIVER
Variable speed Impact 
Driver (0-3,400 RPM & 
0-3,600 IPM) delivers 
1,500 in.lbs. of Max Torque

INNOVATION
Extreme Protection 
Technology (XPT™) is 
engineered to provide 
increased dust and 
water resistance
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